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16XM3 SCREW,RECOMMENDED
TIGHTENING TORQUE 0.5N.m
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1 \ [ -
1

0000060 033

HAZH:

it

e 16+PE

HUE R 16A

WiEHE: 500V

WE KR 6KV
Gy 3
KIRUL/CSAHE HE: 600V
s bHi: >10'0Q

Mk TRIKFR TS

Fith: RAL 7032 (&AK()
EETEE: —40C — +125C
KARUL Q4IFAIRSZ: VO

— AR KE: =500

Enia

Pk e BT

Rk A4

RMAbE: PR

P <1mQ

ZAEYER: 0.75-2.5mm%(18-14 AWG)
WL R 2

HILKE: 7.0mm

27
[ 11

56

68.5
TR 2R LI

Panel cut out

34.8
1/.4

1,2

i
N

' E\
#|
Al

Technical specification:
Insters:
- No. of contact: 16+PE
— Rated current: 16A
— Rated voltage: 500V
D — Rated impulse voltage: 6kV
— Pollution degree: 3
- Rated voltage acc.to UL/CSA: 600V
~ Insulation resistance: >10'%0
— Material: polycarbonate
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4XM3 SCREW,RECOMMENDED
TIGHTENING TORQUE 0.5N.m

AXMBIBLL, HEFEBUE S O0.5N.m

M4 SCREW,RECOMMENDED
TIGHTENING TORQUE 1.2N.m

MABRLZ, HEFEHE A 1.2N.m

— Colour: RAL 7032(light grey)

— Temperature range: —40C — +125¢C
— Flammability acc.to UL 94: VO

— Mating cycles: >500

Contacts:

— Terminal: screw terminal

— Material: copper alloy

— Surface: hard-silver plated

- Contact resistance: <1mQ

- Wire gauge: 0.75-2.5mm%(18-14 AWG)
— Wire protection: Yes

— Stripping length: 7.0mm
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