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Rated voltage acc.to UL/CSA: 600V
Insulation resistance: >10'°0

Material: polycarbonate '$'
Colour: RAL 7032(light grey)
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— Bita: RAL 7032 (HKE) — Temperature range: —400 — +1250 03548
— UREEE: —40C — +125TC — Flammability acc.to UL 94: VO 68.5
— KIBEUL 94MMEMA%ES: VO — Mating cycles: >500

— WHERRE: =500 Contact§: o . PRI
i ~ jarminal crimp taminal A 22T AL

— BRI BRI

el — Surface:
- M E - Hard—silver plated Ponel CUJ[ OUJ[
- I\}E:
ﬁfifffﬁ - Hard—gold plated
Pt — Contact resistance: <1mQ . N = )
- S ~ Wire gauge: 0.14—4.0mm2(26—12 AWG) ZJHiK WL A IR A qug o /
— BB <1mQ — Stripping length: 7.5mm ZHEJTANG HAOKE ELECTRICAL CO.,LTD g
— T 0.14—4.0mm?(26—12 AWG) — Tools: By
— RFLKE: 7.5mm - Crimp contact tool: AN oy =2
- TH TL02G(0.14—4mm?) Part Code: e 15_FC PART No: | 09330162702
o A - Contact removal tool: TLO1
_ 2
. E;ﬁ?ﬁ%}“ 4mm) Date: | 2025.01.15|Scale| REV |Weight| Qty |Drawn SHEET
@ = [somrsew 1% 21 [re—1] / |/ [Tang 1/1
8 | 7 6 5 4 3 | 2 | 1




