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REV| ECN |  DESCRIPTION | DATE |DRFT
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4XM3 SCREW,RECOMMENDED
’ M4 SCREW,RECOMMENDED
TIGHTENING TORQUE 0.5N.m TIGHTENING TORQUE 1.2N.m
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FARSH: Technical specification: 69‘
s Inserts: 5
— 4% 24+PE — No. of contact: 24+PE — |_ —— = ©
— HiEdic 16A — Rated current: 16A o~ = ~
— HUEME: 500V — Rated voltage: 500V |_
;EEK*FEJ— 6KV — Rated impulse voltage: 6kV
ey ~ Pollution degree: 3 I ®
- RS 3 . — Rated voltage acc.to UL/CSA: 600V
- fﬁﬁUL/CSAWﬁVéI%E: 600V — Insulation resistance: >10'°0
- s 21070 — Material: polycarbonate 93.3 95
— bR EERET — Colour: RAL 7032(light grey)
— Pits: RAL 7032 GRKE) — Temperature range: —4001 — +125
— EJE: —40C — +125C — Flammability acc.to UL 94: VO 4
— AEUL 941IBHIASE: VO — Mating cycles: >500 Ly
— R =500 Contacts: © Pﬁ*ﬁlﬁﬁﬁ:ﬂ,@t
kL — Terminal: crimp termina
— BRI WIEEE - MGteI’IG|3 copper alloy ane cu ou
- HE: #EE - Surface:
I - Hard—silver plated
M5 H: - Hard—gold plated
: %2 — Contact resistance: <1m£;2( )
s — Wire gauge: 0.14—4.0mm*(26—12 AWG L ) ]
- B <1m0 ) — Stripping length: 7.5mm §§§ WL SR A TR A ] 5 /
- 5}411;7&: 0.14—4.0mm?(26—12 AWG) — Tools: \ ZHEJTANG HAOKE ELECTRICAL CO. . LTD Drawing No
— HEKE: 7.5mm - Crimp contact tool:
— TH: TL02G(0.14—4mm?) o A 2 N
- AL - Contact removal tool: TLO1 Part Code: A 09330242712
02600, 14—4mm?) HE—024—FC (25—48) | PART NO:
+ BEFEE: TLOA
Date: 2025.01.15|Scale| REV |Weight| Qty |Drawn SHEET
D = [Showar 5 on X% Hk—1| /| / |Tang 1/1
| 7 | 6 5 4 3~ | 2 | 1




