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4XM3 SCREW,RECOMMENDED
TIGHTENING TORQUE 0.5N.m
AXM3URLL, HEFBE I O0.5N.m

27

M4 SCREW,RECOMMENDED
TIGHTENING TORQUE 1.2N.m

M4URL, HEFEBUEIIE1.2N.m

104
BARZH: Technical specification:
EiTue Inserts:
— G 24+PE — No. of contact: 24+PE @

Rated current: 16A

Rated voltage: 500V

Rated impulse voltage: 6kV
Pollution degree: 3

Rated voltage acc.to UL/CSA: 600V
Insulation resistance: >10'°Q

Material: polycarbonate Q}
Colour: RAL 7032(light grey)

— HUEhR: 16A
— HErkE: 500V

HoE Mk HE: 6kV
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— Hifs: RAL 7032 GRKE) — Temperature range: —400 — +125 03.3
— HEEE: —40C — +125C — Flammability acc.to UL 94: VO 95
— K#UL 94MIBHIRSES: VO — Mating cycles: >500
— WHERKE: =500 Cor}tocts \ erimo terminl
ﬁ}—lﬁ— - ermlpa: crimp termina 2
B - I\SAS:?Gréaelf copper alloy ﬁ*ﬁﬁ,{iﬁﬁﬂq@
— Bkl HIE4E - S
_ g%%g = - Hard—silver plated POﬂel CUt Out
i - Hard—gold plated

. fﬁ"ﬂ — Contact resistance: <1mQ

N (53 — Wire gauge: 0.14—4,0mm?(26—12 AWG)
= Bt <1m0 — Stripping length: 7.5mm
— %% 0.14—4.0mm2(26—12 AWG) — Tools:
— RILKAE: 7.5mm - Crimp contact tool: e -
~ TH. TLO2G(0.14—4mm?) yid 1 WHL RSB PR A B5 /

.+ RIEMDE - Contact removal tool: TLO1 ZHEJTANG HAOKE ELECTRICAL CO., LTD Drawing No

TLO2G(0.14—4mm?)
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