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REVISIONS
REV| ECN | DEscrRPTION | DATE |DRFT
M4 SCREW,RECOMMENDED Ui Technical specification:
TIGHTENING TORQUE 1.2N.m it Insters: y
Ny — #%: 6/64PE - No. of contact: 6/6+PE
M4sgez, HEEBUE SIR1.2N.m - m:/ + ~ Reted cumrent.
. BAK: 100A + Power area: 100A

. EER: 16A * Signal area: 16A

I | . — Rated voltage:
i 0 - Hienk: + Power grea: 690V
. — ) 1437]]2: 690V + Signal area: 400V
&_ * fE5KX: 400V - Rated impulse voltage:
© L — e M e + Power area: 8kV
< ] @ . B 8KV + Signal area: 6kV
. m_ . EEX: 6KV - Pollution degree: 3
A _:ﬁ — T 3 - Rated voltage acc.to UL: 600V/300V
\ H — [ARULIATE AE: 600V/300V - Rated voltage acc.to CSA: 600V/600V
— {KIECSARAE HLIE: 600V/600V - Rated current acc.to CSA: 100A/15A
\ — {KHECSAMATE Hit: 100A/15A - Insulation resistance: >10'°0
— M =101 — Material: polycarbonate
4XM3 SCREW,RECOMMENDED - ~ Colour, RAL 7032(ight grey)
TIGHTENING TORQUE 0.5N.m — Hit: RAL 7032 CEJf) — Temperature range: —40C — +125TC
4XM3E¥%, %Eﬁ%ﬁi’,%jj%ﬁOSNm _ PR —40C — +125C - Florpmoblhty acc.to UL 94: VO
— JRBUL S4IREE: VO - Mating cycles: =500
s >500’ Contacts:
LIS - Terminal: axial screw terminal
ikt o — Material: copper alloy
% — - fﬁf%jﬂ@“’% &8 - Surface: hard-silver plated
® I — - Wik #ige — Contact resistance:
'é‘é‘ s [ _ '59"&' — R R + Power contacts: <0.5mQ
i ¥ m— 4 H] N o« — PR + Signal contacts: <3mQ)
g_ T v g ™ o™ - g <0.5mQ - Wire gauge:
’ . B <3m0 + Power contacts: 16-35mm%(5-2 AWG)
P $ : $ 'y — BREE: * Signal contacts: 0.2-2.5mm’(24-13 AWG)
= i = © bkt 16-35mm(5-2 AWG) Tlght;"mg tOUfgueti
. EEH. 09— 2(04_ + Power contacts:
104 . H‘%j{;&;ﬂ’ 0.2-2.5mm?(24-13 AWG) o 16 25 35
- B L e
111.5 e 16 25 35 Signal contacts: 0.8N-m

L - Stripping length:
{E \:l;_]‘ g aN IZ] 8 + Power contacts: 13'mm
| da o LN + Signal contacts: 7.5mm
- K 9
« AR 13 mm
© [EEKX: 7.5mm
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: ZHEJIANG HAOKE ELECTRICAL CO.,LTD Drawing No
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Part Code: i
ot Bo% K—006 /6—M PART NO: /
Date: 2025.05.14|Scale| REV [Weight| Qty |Drawn SHEET
= 21| / |/ |[Tang 1/1
| 7 | 6 5 4 37 | 2 | w




