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- FAZH: Technical specification:
1 fl Insters:
, , , , — B4 8/0+PE — No. of contact: 8/0+PE
® . == =] E*’EH il 100A — Rated current: 100A
2 3 L1 — e 690V — Rated voltage: 690V
| o ’Dj — e 8KV - Rated‘ impulse \{oltage: 8kV
s — Pollution degree: 3
N - SRR 3 B .
I T -l Rated voltage acc.to UL: 600V
— [R#IEULFE R R 600V

M4 SCREW,RECOMMENDED
TIGHTENING TORQUE 1.2N.m
M4iRez, HEFEBUE S 1.2N.m

4XM3 SCREW,RECOMMENDED
TIGHTENING TORQUE O.5N.m

AXM3iR ez, HEFHE JIH0.5N.m

— KABULAE IR 82A

— #%MH: =101

— MR FERREE

— Hifa: RAL 7032 (EHKf)
— R -40T — +125C
— fKAEUL Q4RI VO
— AR =500

ikt

- BB HBAT e

- ME: HEE

— RIGH: R

— HfbH: <0.5m0)

- YR 10-25mm?(7-3 AWG)

- BAAGER: 11.4mm
- BN
« mm% 10 16 25
* Nem: 6 6 7
— HEKE 13
o« WRET: SW-4*100

— Rated current acc.to UL: 82A
— Insulation resistance: >10"0
— Material: polycarbonate
— Colour: RAL 7032(light grey)
— Temperature range: —40C - +125C
— Flammability acc.to UL 94: VO
— Mating cycles: =500
Contacts:
— Terminal: axial screw terminal
— Material: copper alloy
— Surface: hard-silver plated
— Contact resistance: <0.5m()
— Wire gauge: 10-25mm?(7-3 AWG)
— Stripping length: 11.4mm
— Tightening tourque:

mmZ 35 50 70

Nem: 8 9 10
— Stripping length: 13’
- Tools:

* Hexagonal driver: SW-4*100
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